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DESCRIPTION

The Framon Code Duplicator is designed to cut automotive
keys by code and to also duplicate keys. This machine uses
depth cams and spacng keys to accomplish this type of key
cutting

The machine, at time of purchase, includes one cam and five
spacing keys. This cam is the #1 cam and has depths for
cutting the 5 pin Ford, 10 wafer Ford, American Motors,
Chrysler and GM keys. Each of the spacing <eys are
numbered for identification and witk the number of spaces
for each manufacturer. Also included is an adjusting wrench
(allen) and instruction;service manual.

CUTTER HEAD

The cutter head is mounted on precision grade sealec bearings
for accuracy and long life. The cutter i precision ground of M3
tool steel and to the precise configuretion for most automotive

keys.

YOKE

The yoke has two vises. The left vise is used for the blank to
be cut. The right vise s used to hold the spacing key required
when cutting by code and for holding the pattern key when
duplicating (see Figures 1 & 2). Each vise is double sided.
Always use the narrow side, unless the blank tips inthe vise -
then use the wide side of vise.
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Typical Set-Up to Cut Keys By Coce
FIGURE 1 Using Spacing Key and Blank
All spacing keys are used in the righthand or guide side vise,
and keyvs to be cut by code or duplicated are put in the left hand
or cutter side vise.
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Typical Set-Up Cutting Duplicate Key
Using Pattern Key and Blank

FIGURE 2

KEY BLANK INFORMATICN

Key blanks without bottom shoulders should be inserted into the
vise until the tip of the key hils against the tip stop on vise. Key
blanks that have a bottom shoulder must be inserted withthe
bottom shouder against the right hand side of the vise (see
Figures 3 & 4). The spacinj key will always be inserted with
the tip of the key against the tip stop in the guide vise.

" 4 &
oQoll oQo

FIGURE 3
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FIGURE 4
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